
No.PA015

� Lamp Power Unit
● Remove the left side panel.

1.Remove the left side panel by removing the two retaining
screws A.

2.Disconnect all connectors on the top of the unit, and
remove the lamp power unit.
* After replacing the lamp power unit, attach the cushion

(sponge) on the left panel surface.Fan
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� Lamp Unit
● Remove the left side panel.

1.Remove the lamp retaining screw B as shown by the
arrow.

2.Open the fan section toward you.
3.Disconnect the two cables from the lamp power supply

terminals (positive/negative).
4.Remove the temperature sensor connector.
5.Remove the fine differential pressure sensor tube.
6.Remove the two screws retaining both sides of the lamp

unit.
7.Pull out the lamp.

Cautions on Lamp Unit
1.Do not apply any shock to the lamp.
2.Pay attention to the glass section of the lamp power

unit.
3.When reassembling, make sure that the air inlet safety

shutter is open.
* Open the shutter in the direction of the arrow.

4.When reassembling, make sure that the lamp power
terminals are securely connected.

� Fan Motor (Left Panel Side)
● Remove the left side panel.

1.Remove the lamp retaining screw B as shown by the
arrow.

2.Open the fan section toward you.
3.Remove the four screws retaining the fan motor from

both sides (total 8 screws).
4.Disconnect each connector.
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EXPLODED VIEW-II
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